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ORETHA CASTLE HALEY BLVD.

BARONNE ST. (SIDE)
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EXISTING CMU WALL

ADJACENT 
STRUCTURE

EXISTING SOLID 
PAINTED WOOD 
FENCE, REQUEST FOR 
RETENTION

21' - 0" 36' - 0" 21' - 0" 21' - 0" 21' - 0"

71' - 10 1/2"

REFUSE AREA

25' - 0"

LOT WIDTH (NEW - SUBDIVIDED)

106' - 6"
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 - 
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8'
 - 

6"

EXISTING 
EGRESS GATE

NEW EGRESS 
GATE

EQ
EQ

EQ

LANDSCAPE BUFFER

5' - 1" BIKE RACKS

13' - 4 1/2"

NEW 2 WAY DRIVE

25' - 0"

3' - 0"

3' - 0" 2' - 0"

3' - 0"

EXISTING GARDEN 
AREA

NEW 7' WOOD FENCE

STORAGE &
ICE MACHINE 

AREA

SAFE DISPERSAL AREA
OPEN TO SKY, 50' FROM BUILDING

3600SF / 5 = 720SF REQ.

NON-BUSINESS USE
SAFE DISPERSAL 

AREA FOR EXITING 
REQUIREMENTS

COVERED PORCH

PROVIDE POSTED 
SIGNAGE STATING SAFE 

DISPERSAL AREA
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' -
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2"

34' - 7 1/2"

9' - 10 1/2"

EXISTING 2 STORY STRUCTURE

NEW EXTERIOR DECK

NEW 10' CMU WALL AT 
PROPERTY LINE. 

NEW
ACCESSORY 
STRUCTURE

REAR YARD

PROVIDE POSTED 
SIGNAGE STATING SAFE 

DISPERSAL AREA

3' HIGH CMU MASONRY 
PEDESTRIAN FENCE. 
PARGE OAT PAINTED 

FINISH

NEW 10' CMU FENCE AT 
PROPERTY LINE., PARGE COAT 

AND PAINT
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/2
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NEW INTERIOR 7' 
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NEW 10' CMU WALL AT 
PROPERTY LINE. 
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18' - 0"
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M
IN

0'
 - 

6"
2'

 - 
0"

6'
 - 

0"

8'
 - 

0"

3' - 0"

0' - 3" 2' - 6 1/2" 0' - 3"

2'
 - 

10
"

0'
 - 

2"

8' - 0" X 3" DIA. TERMINAL 
POST W/ CAP

GATE LATCH

HINGES AS REQ.

FINISHED GRADE

12" DIA CONCRETE EMBEDMENT 
SET 2" BELOW GRADE

M
IN

0'
 - 

6"
2'

 - 
0"

6'
 - 

0"

8'
 - 

0"

6' - 0"  O.C. TYP.

0' - 3" 5' - 9 1/2" 0' - 3"

0'
 - 

2"

8' - 0" X 3" DIA. TERMINAL POST
 W/ CAP AT CORNERS, ENDS,
AND GATES

8' - 0" X 2-3/8" DIA. GALVANIZED
LINE POST

FINISHED GRADE

12" DIA. CONCRETE EMBEDMENT 
SET 2" BELOW GRADE

NEW:
1X6 PICKETS

NEW:
1X4 CAP AND TRIM

NEW:
1X6 PICKETS

NEW:
1X4 CAP AND TRIM

NEW:
FENCE POSTS TO BE 
SPACED BETWEEN 6'-0" 
TO 8'-0" O.C.

NEW:
FENCE POSTS TO BE 
SPACED BETWEEN 6'-0" 
TO 8'-0" O.C.

NEW:
2 3/8" DIA. 
GALVANIZED PIPE

NEW:
WAP-OZ STANDARD 
STEEL FENCE MOUNTING 
BRACKET

ENCASE:
METAL POST IN
CONCRETE BASE

NOTE:
MAX HEIGHT OF THE CAPPED 
FENCE & GATE IS 7'-0"

NOTES: TREE PLANTING (>2"CAL.)

1. ALL PLANT MATERIALS SHALL BE IN ACCORDANCE WITH THE AMERICAN 
STANDARDS FOR NURSERY STOCK (ANSI Z60.1-2004). PLANT ACCORDING TO ANSI 
A300 PART 6.
2. DIG THE PLANTING HOLE A MINIMUM OF 2x WIDTH OF ROOTBALL FOR AT LEAST 
THE FIRST 12 INCHES OF DEPTH.  BELOW 12 INCHES, DIG HOLE WIDE ENOUGH 
TO PERMIT ADJUSTING. DO NOT DIG THE HOLE DEEPER THAN ROOT BALL DEPTH.
3. SCARIFY THE SUBGRADE AND SIDES OF THE PLANTING HOLE WHEN 
PLANTING IN CLAY SOILS (MORE THAN 15% CLAY).
4. LIFT AND SET THE TREE BY ROOT BALL ONLY. DO NOT LIFT USING THE TREE 
TRUNK AND DO NOT USE TREE TRUNK AS A LEVER.
5. SET THE TOP OF THE ROOT BALL LEVEL WITH THE SOIL SURFACE OR 
SLIGHTLY HIGHER IF THE SOIL IS PRONE TO SETTLING.
6. AFTER THE TREE IS SET IN PLACE, REMOVE BURLAP, WIRE AND STRAPS 
FROM AT LEAST THE UPPER 1/3  OF THE ROOTBALL.
7. BACKFILL WITH EXISTING SOIL THAT HAS BEEN WELL-TILLED OR BROKEN UP.  
DO NOT ADD AMENDMENTS TO THE BACKFILL SOIL. AMEND THE SURFACE WITH 
MULCH.
8. USE THREE 2" X 2" WOOD STAKES DRIVEN INTO UNDISTURBED SOIL A 
MINIMUM OF 16 INCHES. SPACE STAKES EQUALLY AROUND THE TREE.
9. ATTACH 3/4" NYLON WEBBING TO CONNECT THE TREE TO STAKES. ATTACH 
WEBBING AT 1/3 THE TREE HEIGHT.
10. APPLY A 2-3" (SETTLED) DEPTH OF PINE STRAW OR BARK MULCH TO THE 
PLANTING SURFACE. LEAVE A 2" SPACE AROUND THE TRUNK FOR AIR 
CIRCULATION.
11. PRUNING SHALL BE LIMITED TO DEAD, DISEASED, OR BROKEN LIMBS 
ONLY AND SHALL BE IN ACCORDANCE WITH ANSI A300 SPECIFICATIONS.

2" SETTLED LAYER OF MULCH

1/
3 

TR
EE

H
EI

G
H

T

TILLED OR BROKEN UP SOIL
MIN 12" DEEP

FINISH GRADE

2"x2" WOOD STAKE AT
OR BELOW GRADE

ROOT CROWN TO BE AT FINISH
GRADE OR 1-2" ABOVE GRADE

WIDE NYLON WEBBING

TREE TRUNK

GUY WIRE

STAKE

120°

2X WIDTH OF
ROOTBALL

PLAN VIEW

12. REMOVE ANY TRUNK WRAP REMAINING AT TIME OF PLANTING. NO 
WRAPS SHALL BE PLACED ON TRUNK.

TREES CODE BOTANICAL / COMMON NAME SIZE CAL. HT. SPD. NOTES

LAG IND Lagerstroemia indica x fauriei `Natchez` / Natchez Crape Myrtle Container or B&B 8-10` Ht. 3-4` Spd. Multi-Trunk / 3-5 Canes

SHRUBS CODE  BOTANICAL / COMMON NAME CONT. HT. SPD. NOTES

MUH CAP  Muhlenbergia capillaris / Pink Muhly 3-Gal 18-24" Ht. 12-15" Spd. SQUARE SPACING

1.
2.

3.

4.

5.

6.

7.

8.
9.

10.
11.

ALL PLANTING SHALL CONFORM WITH LOCAL CODES AND ORDINANCES.
QUANTITIES SHOWN IN THE PLANTING SCHEDULE ARE PROVIDED FOR CONVENIENCE ONLY. THE LANDSCAPE CONTRACTOR SHALL BEAR RESPONSIBILITY TO VERIFY AND 
INSTALL PLANT QUANTITIES AS DRAWN ON PLAN.
THE LANDSCAPE ARCHITECT SHALL APPROVE ALL PLANTING AREAS PRIOR TO THE INSTALLATION OF ANY MATERIALS, THE LANDSCAPE CONTRACTOR SHALL LAYOUT ALL 
PLANT MATERIAL IN THE FIELD PER THE PLANTING PLANS FOR REVIEW AND APPROVAL BY THE LANDSCAPE ARCHITECT. SECURE APPROVAL FROMTHE LANDSCAPE 
ARCHITECT BEFORE EXCAVATING PLANT PITS, MAKING NECESSARY ADJUSTMENTS AS DIRECTED.
LANDSCAPE CONTRACTOR SHALL NOTIFY THE LANDSCAPE ARCHITECT PROMPTLY SHOULD PLANT MATERIAL NOT BE AVAILABLE.  LANDSCAPE CONTRACTOR SHALL PROPOSE 
SUBSTITUTION IN SIMILAR SIZE AND GROWTH HABITS AS PREVIOUSLY SPECIFIED PLANT MATERIAL. ONLY UPON APPROVAL FROM LANDSCAPE ARCHITECT SHALL THE 
SUBSTITUTION BE ACCEPTABLE.
TREE PLANTING PITS SHALL BE DUG PER THE DETAILS. COMPACTED SOIL AT SIDES AND BOTTOMS SHALL BE LOOSENED BY SCARIFYING OR OTHER APPROVED METHOD. PITS 
SHALL BE BACKFILLED WITH "PLANTING MIX" AS DESCRIBED BELOW. "PLANTING MIX" SHALL BE THOROUGHLY BACKFILLED AND WASHED IN BY WATER APPLICATION.
SHRUB PLANTING PITS SHALL BE PREPARED PER THE DETAILS. COMPACTED SOIL AT BOTTOM OF PIT SHALL BE LOOSENED AND THE PIT FILLED WITH "PLANTING MIX" TO THE 
BOTTOM OF THE ROOTBALL. WHEN THE SHRUB HAS BEEN PROPERLY SET, THE PIT SHALL BE FILLED TO THE REQUIRED GRADE WITH "PLANTING MIX" AND THOROUGHLY 
SETTLED BY TAMPING AND WATERING. "PLANTING MIX" SHALL BE AS DESCRIBED BELOW.
SET PLANTS IN CENTER OF PIT, IN A VERTICAL POSITION, SO THAT THE CROWN OF THE ROOTBALL WILL BE LEVEL WITH FINISH GRADE AFTER SETTLING AND SHALL BEAR THE 
SAME RELATIONSHIP TO THE FINISH GRADE THAT IT DID TO THE CONTAINER SOIL SURFACE.
LANDSCAPE PLANTING BEDS SHALL BE CONSTRUCTED IN A MANNER TO PROVIDE POSITIVE DRAINAGE AWAY FROM BUILDINGS.
"PLANTING MIX" COMPOSITION:
PUMPED RIVER SAND: 60% BY VOLUME
PINE BARK FINES: 30% BY VOLUME
SPHAGNUM PEAT MOSS: 10% BY VOLUME
ORGANIC MULCH: PINE STRAW (BALED OR EQUAL)
LANDSCAPE PLANTING MAINTENANCE & ESTABLISHMENT:
LANDSCAPE CONTRACTOR SHALL MAINTAIN ALL PLANTINGS BY WATERING, FERTILIZING, PRUNING AND ANY OTHER INDUSTRY STANDARD MEANS FOR A PERIOD OF 30 
CALENDAR DAYS BEYOND SUBSTANTIAL 
COMPLETION IN ORDER TO INSURE SURVIVABILITY OF NEWLY PLANTED MATERIAL

ROOTBALL
4" HT X 8" SOIL SAUCER ABOVE ROOTBALL

TAMP SOIL AROUND ROOTBALL IN 6" LIFTS. DO NOT OVERCOMPACT. WHEN 
THE PLANTING HOLD HAS BEEN  BACKFILLED, POUR WATER AROUND THE 
ROOTBALL TO SETTLE THE SOIL

PLANTING AS SPEC'D

ORGANIC MULCH @ 3" DEPTH

FINISH GRADE

PLANTING SOIL @ 6" DEPTH

UNDISTURBED SUBSOIL

 1/2" = 1'-0"1 SITE FENCE DETAIL
 1" = 1'-0"2 DETAIL - WOOD FENCE - VERT.
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 1/4" = 1'-0"3 TREE PLANTING DETAIL

 3" = 1'-0"4 LANDSCAPE LEGEND
 1/8" = 1'-0"
GENERAL NOTES - LANDSCAPE

 1/16" = 1'-0"5 SHRUB PLANTING DETAIL
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