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1. ALL NEW ROOFING SYSTEMS TO MEET FORTIFIED MULTIFAMILY STANDARD.

2. ASPHALT SHINGLE AREAS TO RECEIVE CONTINUOUS LAYER OF SELF—ADHERED SHEET
UNDERLAYMENT WITH FELT BOND-BREAKER.

3. NEW METAL GUTTERS, DOWNSPOUTS, AND COLLECTOR HEADS TO MEET FORTIFIED STANDARD.
ASSUME NO EXISTING GUTTERS OR DOWNSPOUTS REMAIN.

3.1. PHASE 1: NEW METAL GUTTERS AND TEMPORARY PVC DOWNSPOUTS.

3.2. PHASE 2: NEW METAL DOWNSPOUTS.

4. COORDINATE W/ MEP/ PROVIDE ATTIC ACCESS HATCHES AS NECESSARY TO FACILITATE FUTURE
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FACADE REPAIR—GENERAL NOTES: REFERENCE NPS PRESERVATION BRIEFS: WINDOW REPLACEMENT SCOPE: H z
1]
ALL EXPOSED BRICK, CAST STONE, AND CONCRETE SURFACES AT EXTERIOR FACADES TO BE THOROUGHLY CLEANED AND ANY 1. ASSESSING CLEANING AND WATER—REPELLENT TREATMENTS FOR HISTORIC MASONRY BUILDINGS. ALL EXISTING WINDOWS ARE ASSUMED TO BE NON—HISTORIC OR MISSING UNLESS OTHERWISE NOTED. NEW ‘ )5
VEGETATIVE GROWTH REMOVED. DIRT, STAINS, AND PAINT MARKS TO BE REMOVED BY LOW PRESSURE WATER BLAST (LESS THAN WINDOWS WILL BE INSTALLED AS NOTED IN ELEVATION. o
’ ’ 2. REPOINTING MORTAR JOINTS IN HISTORIC MASONRY BUILDINGS
150 PSI) SUPPLEMENTED WITH AN APPROVED CHEMICAL CLEANERS WHERE NEEDED. =
6. DANGERS OF ABRASIVE CLEANING TO HISTORIC BUILDINGS CHAPEL WINDOWS TO BE OBSCURE GLAZING. z
AND. §35. DEGIN WITH PROSOCO, SURE KLEAV. IF NECESSARY. JASCO "PREVIUM PAINT AND EPOXY REMOVER" WAY BE AN 12 THE REPAIR AND THERMAL UPGRADING OF HISTORIC STEEL WNDOWS :
APPROVEABLE PRODUCT, PENDING RESULTS OF A TEST PATCH. 15. PRESERVATION OF HISTORIC CONCRETE
31. MOTHBALLING HISTORIC BUILDINGS
ONCE CLEANED, THE FACADE SHALL BE INSPECTED BY OWNER’S BUILDING ENVELOPE CONSULTANT TO FACILITATE THE
GENERATION OF A WATERPROOFING SCOPE OF WORK. IT SHOULD BE PRESUMED THAT A LARGE PERCENTAGE OF EXISTING 58. REMOVING GRAFFITI FROM HISTORIC MASONRY.
EXTERIOR BRICK MASONRY WILL REQUIRE REPOINTING: BY CUTTING OUT DEFECTIVE MORTAR TO A DEPTH OF 1 4" AND 42. THE MAINTENANCE, REPAIR, AND REPLACEMENT OF HISTORIC CAST STONE.
INSTALLING NEW MATCHING COLOR MORTAR OF APPROPRIATE COMPRESSIVE STRENGTH AND PERMEABILITY RELATIVE TO THE
EXISTING MASONRY. REPOINTED JOINT PROFILES ARE TO MATCH EXISTING PROFILES. PROVIDE A TEST PATCH FOR APPROVAL
ON THE SOUTH SIDE OF BUILDING. REVIEWS AND APPROVALS:
EXISTING DAMAGED BRICK TO BE REPLACED WITH MATCHING BRICK. EXISTING HOLES, INCLUDING HOLES REMAINING AFTER ALL PROPOSED MATERIALS AND PRODUCTS ARE TO BE SUBMITTED FOR ARCHITECTS APPROVAL BEFORE USE. SAMPLES ARE TO
REMOVAL OF EXISTING PIPES, CONDUITS, ATTACHMENTS, ETC ARE TO BE PATCHED WITH MATCHING BRICK BLEND IN BOTH COLOR )
AND TEXTURE. BE PROVIDED FOR COLOR REVIEWS. MOCK—UPS ARE TO BE MADE AVAILABLE FOR ARCHITECT'S REVIEW PRIOR TO
AREAS WITH CRACKED OR BULGING BRICK ARE TO BE SECURED WITH RETROFIT ANCHORS DURING REPOINTING SO AS TO PROCEEDING WITH IN—PLACE WORK. ACTIONS IMPACTING EXISTING FEATURES OF THIS BUILDING MUST COMPLY WITH THE
CRACK—STITCH AND STABILIZE THE AREA. SECRETARY OF THE INTERIOR'S STANDARDS FOR THE TREATMENT OF HISTORIC PROPERTIES.
EXISTING CORROSION IS TO BE MECHANICALLY REMOVED FROM ALL EXPOSED STEEL INTENDED TO REMAIN (LINTELS, RODS, —
PLATS, BOLTS, ETC). AFTER RUST REMOVAL, THE ABRADED STEEL SURFACES ARE TO BE THOROUGHLY CLEANED AND TO BE
COATED WITH A RUST—INHIBITIVE PRIMER AND EPOXY PAINT. -
REPAIR/ REPLACE MISSING BRICK,
THIS AREA T
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AutoCAD SHX Text
ALL EXISTING WINDOWS ARE ASSUMED TO BE NON-HISTORIC OR MISSING UNLESS OTHERWISE NOTED.  NEW WINDOWS WILL BE INSTALLED AS NOTED IN ELEVATION. CHAPEL WINDOWS TO BE OBSCURE GLAZING.

AutoCAD SHX Text
WINDOW REPLACEMENT SCOPE:

AutoCAD SHX Text
ALL EXPOSED BRICK, CAST STONE, AND CONCRETE SURFACES AT EXTERIOR FACADES TO BE THOROUGHLY CLEANED AND ANY VEGETATIVE GROWTH REMOVED.  DIRT, STAINS, AND PAINT MARKS TO BE REMOVED BY LOW PRESSURE WATER BLAST (LESS THAN 150 PSI) SUPPLEMENTED WITH AN APPROVED CHEMICAL CLEANERS WHERE NEEDED. CLEAN EXISTING MASONRY WALLS AND REMOVE GRAFFITI USING GENTLEST EFFECTIVE MEANS. SEE NPS PRESERVATION BRIEFS #1 AND #38. BEGIN WITH PROSOCO SURE KLEAN. IF NECESSARY, JASCO "PREMIUM PAINT AND EPOXY REMOVER" MAY BE AN APPROVEABLE PRODUCT, PENDING RESULTS OF A TEST PATCH. ONCE CLEANED, THE FACADE SHALL BE INSPECTED BY OWNER'S BUILDING ENVELOPE CONSULTANT TO FACILITATE THE GENERATION OF A WATERPROOFING SCOPE OF WORK. IT SHOULD BE PRESUMED THAT A LARGE PERCENTAGE OF EXISTING EXTERIOR BRICK MASONRY WILL REQUIRE REPOINTING: BY CUTTING OUT DEFECTIVE MORTAR TO A DEPTH OF 1  " AND 12" AND INSTALLING NEW MATCHING COLOR MORTAR OF APPROPRIATE COMPRESSIVE STRENGTH AND PERMEABILITY RELATIVE TO THE EXISTING MASONRY.  REPOINTED JOINT PROFILES ARE TO MATCH EXISTING PROFILES.  PROVIDE A TEST PATCH FOR APPROVAL ON THE SOUTH SIDE OF BUILDING.   EXISTING DAMAGED BRICK TO BE REPLACED WITH MATCHING BRICK. EXISTING HOLES, INCLUDING HOLES REMAINING AFTER REMOVAL OF EXISTING PIPES, CONDUITS, ATTACHMENTS, ETC ARE TO BE PATCHED WITH MATCHING BRICK BLEND IN BOTH COLOR AND TEXTURE. AREAS WITH CRACKED OR BULGING BRICK ARE TO BE SECURED WITH RETROFIT ANCHORS DURING REPOINTING SO AS TO CRACK-STITCH AND STABILIZE THE AREA. EXISTING CORROSION IS TO BE MECHANICALLY REMOVED FROM ALL EXPOSED STEEL INTENDED TO REMAIN (LINTELS, RODS, PLATS, BOLTS, ETC). AFTER RUST REMOVAL, THE ABRADED STEEL SURFACES ARE TO BE THOROUGHLY CLEANED AND TO BE COATED WITH A RUST-INHIBITIVE PRIMER AND EPOXY PAINT.

AutoCAD SHX Text
FACADE REPAIR-GENERAL NOTES:

AutoCAD SHX Text
ALL PROPOSED MATERIALS AND PRODUCTS ARE TO BE SUBMITTED FOR ARCHITECTS APPROVAL BEFORE USE.  SAMPLES ARE TO BE PROVIDED FOR COLOR REVIEWS.  MOCK-UPS ARE TO BE MADE AVAILABLE FOR ARCHITECT'S REVIEW PRIOR TO PROCEEDING WITH IN-PLACE WORK.  ACTIONS IMPACTING EXISTING FEATURES OF THIS BUILDING MUST COMPLY WITH THE SECRETARY OF THE INTERIOR'S STANDARDS FOR THE TREATMENT OF HISTORIC PROPERTIES.

AutoCAD SHX Text
REVIEWS AND APPROVALS:

AutoCAD SHX Text
1. ASSESSING CLEANING AND WATER-REPELLENT TREATMENTS FOR HISTORIC MASONRY BUILDINGS. ASSESSING CLEANING AND WATER-REPELLENT TREATMENTS FOR HISTORIC MASONRY BUILDINGS. 2. REPOINTING MORTAR JOINTS IN HISTORIC MASONRY BUILDINGS REPOINTING MORTAR JOINTS IN HISTORIC MASONRY BUILDINGS 6. DANGERS OF ABRASIVE CLEANING TO HISTORIC BUILDINGS 13. THE REPAIR AND THERMAL UPGRADING OF HISTORIC STEEL WINDOWS 15. PRESERVATION OF HISTORIC CONCRETE 31. MOTHBALLING HISTORIC BUILDINGS 38. REMOVING GRAFFITI FROM HISTORIC MASONRY. 42. THE MAINTENANCE, REPAIR, AND REPLACEMENT OF HISTORIC CAST STONE.

AutoCAD SHX Text
REFERENCE NPS PRESERVATION BRIEFS:

AutoCAD SHX Text
N3

AutoCAD SHX Text
B2

AutoCAD SHX Text
N3

AutoCAD SHX Text
A1*

AutoCAD SHX Text
B1*

AutoCAD SHX Text
B1*

AutoCAD SHX Text
B1*

AutoCAD SHX Text
B1*

AutoCAD SHX Text
B1*

AutoCAD SHX Text
B1*

AutoCAD SHX Text
B1*

AutoCAD SHX Text
B1*

AutoCAD SHX Text
BE

AutoCAD SHX Text
BE

AutoCAD SHX Text
A6E

AutoCAD SHX Text
A5E

AutoCAD SHX Text
A5E

AutoCAD SHX Text
A6E

AutoCAD SHX Text
A1*

AutoCAD SHX Text
A1*

AutoCAD SHX Text
A1*

AutoCAD SHX Text
A1*

AutoCAD SHX Text
A1*

AutoCAD SHX Text
A1*

AutoCAD SHX Text
A1*

AutoCAD SHX Text
A1*

AutoCAD SHX Text
A1*

AutoCAD SHX Text
A1*

AutoCAD SHX Text
A1*

AutoCAD SHX Text
A2*

AutoCAD SHX Text
A2*

AutoCAD SHX Text
A2*

AutoCAD SHX Text
A2*

AutoCAD SHX Text
A1*

AutoCAD SHX Text
A1*

AutoCAD SHX Text
A1*

AutoCAD SHX Text
A1*

AutoCAD SHX Text
A1*

AutoCAD SHX Text
A1*

AutoCAD SHX Text
A1*

AutoCAD SHX Text
A1*

AutoCAD SHX Text
A1*

AutoCAD SHX Text
A1*

AutoCAD SHX Text
A1*

AutoCAD SHX Text
A1*

AutoCAD SHX Text
C1*

AutoCAD SHX Text
F

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
C1*

AutoCAD SHX Text
F

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
C2*

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
A6E

AutoCAD SHX Text
GE

AutoCAD SHX Text
A6E

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A3

AutoCAD SHX Text
A3

AutoCAD SHX Text
A3

AutoCAD SHX Text
A3

AutoCAD SHX Text
A4

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
M

AutoCAD SHX Text
NEW STEEL BALCONY GUARDRAIL

AutoCAD SHX Text
REPAIR/ STABILIZE EXISTING WROUGHT IRON RAILINGS

AutoCAD SHX Text
REPAIR/ STABILIZE EXISTING WROUGHT IRON RAILINGS

AutoCAD SHX Text
REPAIR/ STABILIZE EXISTING WROUGHT IRON RAILINGS

AutoCAD SHX Text
REPAIR/ REPLACE MISSING BRICK, THIS AREA

AutoCAD SHX Text
EXISTING FIRE ALARM BELL HARDWARE TO REMAIN

AutoCAD SHX Text
VERIFY STATUS OF EXISTING OPENING.

AutoCAD SHX Text
X

AutoCAD SHX Text
L1

AutoCAD SHX Text
LIGHT FIXTURE

AutoCAD SHX Text
(2) TYPE     TYPE     WINDOWS BEYOND

AutoCAD SHX Text
B2

AutoCAD SHX Text
(2)    TYPE              TYPE           WINDOWS BEYOND

AutoCAD SHX Text
SEE A205


H:\0524 - TOURO-SHAKSPEARE\CAD\4CONDOC\AZ201-02.0WG TUESDAY, JULY 22, 2025 3:47:52 PM ROGER.DEY

FACADE REPAIR—GENERAL NOTES:

ALL EXPOSED BRICK, CAST STONE, AND CONCRETE SURFACES AT EXTERIOR FACADES TO BE THOROUGHLY CLEANED AND ANY

VEGETATIVE GROWTH REMOVED.

150 PSI) SUPPLEMENTED WITH AN APPROVED CHEMICAL CLEANERS WHERE NEEDED.

DIRT, STAINS, AND PAINT MARKS TO BE REMOVED BY LOW PRESSURE WATER BLAST (LESS THAN

CLEAN EXISTING MASONRY WALLS AND REMOVE GRAFFITI USING GENTLEST EFFECTIVE MEANS. SEE NPS PRESERVATION BRIEFS #1
AND #38. BEGIN WITH PROSOCO SURE KLEAN. IF NECESSARY, JASCO "PREMIUM PAINT AND EPOXY REMOVER” MAY BE AN

APPROVEABLE PRODUCT, PENDING RESULTS OF A TEST PATCH.

ONCE CLEANED, THE FACADE SHALL BE INSPECTED BY OWNER’S BUILDING ENVELOPE CONSULTANT TO FACILITATE THE

GENERATION OF A WATERPROOFING SCOPE OF WORK.

IT SHOULD BE PRESUMED THAT A LARGE PERCENTAGE OF EXISTING

EXTERIOR BRICK MASONRY WILL REQUIRE REPOINTING: BY CUTTING OUT DEFECTIVE MORTAR TO A DEPTH OF 1 3" AND
INSTALLING NEW MATCHING COLOR MORTAR OF APPROPRIATE COMPRESSIVE STRENGTH AND PERMEABILITY RELATIVE TO THE

EXISTING MASONRY.
ON THE SOUTH SIDE OF BUILDING.

REPOINTED JOINT PROFILES ARE TO MATCH EXISTING PROFILES.

PROVIDE A TEST PATCH FOR APPROVAL

EXISTING DAMAGED BRICK TO BE REPLACED WITH MATCHING BRICK. EXISTING HOLES, INCLUDING HOLES REMAINING AFTER
REMOVAL OF EXISTING PIPES, CONDUITS, ATTACHMENTS, ETC ARE TO BE PATCHED WITH MATCHING BRICK BLEND IN BOTH COLOR

AND TEXTURE.

AREAS WITH CRACKED OR BULGING BRICK ARE TO BE SECURED WITH RETROFIT ANCHORS DURING REPOINTING SO AS TO

CRACK—STITCH AND STABILIZE THE AREA.

EXISTING CORROSION IS TO BE MECHANICALLY REMOVED FROM ALL EXPOSED STEEL INTENDED TO REMAIN (LINTELS, RODS,
PLATS, BOLTS, ETC). AFTER RUST REMOVAL, THE ABRADED STEEL SURFACES ARE TO BE THOROUGHLY CLEANED AND TO BE

COATED WITH A RUST—INHIBITIVE PRIMER AND EPOXY PAINT.

REPAIR/ STABILIZE EXISTING
WROUGHT IRON RAILINGS

REFERENCE NPS PRESERVATION BRIEFS:

1. ASSESSING CLEANING AND WATER—REPELLENT TREATMENTS FOR HISTORIC MASONRY BUILDINGS.

2. REPOINTING MORTAR JOINTS IN HISTORIC MASONRY BUILDINGS

6. DANGERS OF ABRASIVE CLEANING TO HISTORIC BUILDINGS
13. THE REPAIR AND THERMAL UPGRADING OF HISTORIC STEEL WINDOWS

15. PRESERVATION OF HISTORIC CONCRETE
31. MOTHBALLING HISTORIC BUILDINGS
38. REMOVING GRAFFITI FROM HISTORIC MASONRY.

42. THE MAINTENANCE, REPAIR, AND REPLACEMENT OF HISTORIC CAST STONE.

REVIEWS AND APPROVALS:

ALL PROPOSED MATERIALS AND PRODUCTS ARE TO BE SUBMITTED FOR ARCHITECTS APPROVAL BEFORE USE.

BE PROVIDED FOR COLOR REVIEWS.
PROCEEDING WITH IN—PLACE WORK.

SECRETARY OF THE INTERIOR'S STANDARDS FOR THE TREATMENT OF HISTORIC PROPERTIES.

—
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NEW ARCHITECTURAL SHINGLE ROOF

SAMPLES ARE TO

MOCK—UPS ARE TO BE MADE AVAILABLE FOR ARCHITECT'S REVIEW PRIOR TO
ACTIONS IMPACTING EXISTING FEATURES OF THIS BUILDING MUST COMPLY WITH THE

—— NEW ARCHITECTURAL SHINGLE ROOF \

WINDOW REPLACEMENT SCOPE:

ALL EXISTING WINDOWS ARE ASSUMED TO BE NON—-HISTORIC OR MISSING UNLESS OTHERWISE NOTED.

WINDOWS WILL BE INSTALLED AS NOTED IN ELEVATION.

CHAPEL WINDOWS TO BE OBSCURE GLAZING.
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AutoCAD SHX Text
ALL EXPOSED BRICK, CAST STONE, AND CONCRETE SURFACES AT EXTERIOR FACADES TO BE THOROUGHLY CLEANED AND ANY VEGETATIVE GROWTH REMOVED.  DIRT, STAINS, AND PAINT MARKS TO BE REMOVED BY LOW PRESSURE WATER BLAST (LESS THAN 150 PSI) SUPPLEMENTED WITH AN APPROVED CHEMICAL CLEANERS WHERE NEEDED. CLEAN EXISTING MASONRY WALLS AND REMOVE GRAFFITI USING GENTLEST EFFECTIVE MEANS. SEE NPS PRESERVATION BRIEFS #1 AND #38. BEGIN WITH PROSOCO SURE KLEAN. IF NECESSARY, JASCO "PREMIUM PAINT AND EPOXY REMOVER" MAY BE AN APPROVEABLE PRODUCT, PENDING RESULTS OF A TEST PATCH. ONCE CLEANED, THE FACADE SHALL BE INSPECTED BY OWNER'S BUILDING ENVELOPE CONSULTANT TO FACILITATE THE GENERATION OF A WATERPROOFING SCOPE OF WORK. IT SHOULD BE PRESUMED THAT A LARGE PERCENTAGE OF EXISTING EXTERIOR BRICK MASONRY WILL REQUIRE REPOINTING: BY CUTTING OUT DEFECTIVE MORTAR TO A DEPTH OF 1  " AND 12" AND INSTALLING NEW MATCHING COLOR MORTAR OF APPROPRIATE COMPRESSIVE STRENGTH AND PERMEABILITY RELATIVE TO THE EXISTING MASONRY.  REPOINTED JOINT PROFILES ARE TO MATCH EXISTING PROFILES.  PROVIDE A TEST PATCH FOR APPROVAL ON THE SOUTH SIDE OF BUILDING.   EXISTING DAMAGED BRICK TO BE REPLACED WITH MATCHING BRICK. EXISTING HOLES, INCLUDING HOLES REMAINING AFTER REMOVAL OF EXISTING PIPES, CONDUITS, ATTACHMENTS, ETC ARE TO BE PATCHED WITH MATCHING BRICK BLEND IN BOTH COLOR AND TEXTURE. AREAS WITH CRACKED OR BULGING BRICK ARE TO BE SECURED WITH RETROFIT ANCHORS DURING REPOINTING SO AS TO CRACK-STITCH AND STABILIZE THE AREA. EXISTING CORROSION IS TO BE MECHANICALLY REMOVED FROM ALL EXPOSED STEEL INTENDED TO REMAIN (LINTELS, RODS, PLATS, BOLTS, ETC). AFTER RUST REMOVAL, THE ABRADED STEEL SURFACES ARE TO BE THOROUGHLY CLEANED AND TO BE COATED WITH A RUST-INHIBITIVE PRIMER AND EPOXY PAINT.
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FACADE REPAIR-GENERAL NOTES:

AutoCAD SHX Text
ALL EXISTING WINDOWS ARE ASSUMED TO BE NON-HISTORIC OR MISSING UNLESS OTHERWISE NOTED.  NEW WINDOWS WILL BE INSTALLED AS NOTED IN ELEVATION. CHAPEL WINDOWS TO BE OBSCURE GLAZING.
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WINDOW REPLACEMENT SCOPE:

AutoCAD SHX Text
ALL PROPOSED MATERIALS AND PRODUCTS ARE TO BE SUBMITTED FOR ARCHITECTS APPROVAL BEFORE USE.  SAMPLES ARE TO BE PROVIDED FOR COLOR REVIEWS.  MOCK-UPS ARE TO BE MADE AVAILABLE FOR ARCHITECT'S REVIEW PRIOR TO PROCEEDING WITH IN-PLACE WORK.  ACTIONS IMPACTING EXISTING FEATURES OF THIS BUILDING MUST COMPLY WITH THE SECRETARY OF THE INTERIOR'S STANDARDS FOR THE TREATMENT OF HISTORIC PROPERTIES.
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REVIEWS AND APPROVALS:

AutoCAD SHX Text
1. ASSESSING CLEANING AND WATER-REPELLENT TREATMENTS FOR HISTORIC MASONRY BUILDINGS. ASSESSING CLEANING AND WATER-REPELLENT TREATMENTS FOR HISTORIC MASONRY BUILDINGS. 2. REPOINTING MORTAR JOINTS IN HISTORIC MASONRY BUILDINGS REPOINTING MORTAR JOINTS IN HISTORIC MASONRY BUILDINGS 6. DANGERS OF ABRASIVE CLEANING TO HISTORIC BUILDINGS 13. THE REPAIR AND THERMAL UPGRADING OF HISTORIC STEEL WINDOWS 15. PRESERVATION OF HISTORIC CONCRETE 31. MOTHBALLING HISTORIC BUILDINGS 38. REMOVING GRAFFITI FROM HISTORIC MASONRY. 42. THE MAINTENANCE, REPAIR, AND REPLACEMENT OF HISTORIC CAST STONE.

AutoCAD SHX Text
REFERENCE NPS PRESERVATION BRIEFS:

AutoCAD SHX Text
B2

AutoCAD SHX Text
B2

AutoCAD SHX Text
B2

AutoCAD SHX Text
B2

AutoCAD SHX Text
A6E

AutoCAD SHX Text
GE

AutoCAD SHX Text
G

AutoCAD SHX Text
A6E

AutoCAD SHX Text
QE

AutoCAD SHX Text
QE

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A3

AutoCAD SHX Text
A3

AutoCAD SHX Text
A3

AutoCAD SHX Text
A3

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A4

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
A1

AutoCAD SHX Text
G

AutoCAD SHX Text
G

AutoCAD SHX Text
G

AutoCAD SHX Text
G

AutoCAD SHX Text
PTD FC PANELS AT NEW TRASH CHUTE ENCLOSURE AND TRASH HOLDING ROOM

AutoCAD SHX Text
PATCH HOLE IN MASONRY (BRICK TO MATCH SIZE AND COLOR)

AutoCAD SHX Text
NEW ARCHITECTURAL SHINGLE ROOF

AutoCAD SHX Text
NEW ARCHITECTURAL SHINGLE ROOF

AutoCAD SHX Text
NEW ARCHITECTURAL SHINGLE ROOF

AutoCAD SHX Text
M

AutoCAD SHX Text
REPAIR/ STABILIZE EXISTING WROUGHT IRON RAILINGS

AutoCAD SHX Text
L1

AutoCAD SHX Text
L2

AutoCAD SHX Text
L2

AutoCAD SHX Text
L3

AutoCAD SHX Text
A6E

AutoCAD SHX Text
A6E

AutoCAD SHX Text
NEW WINDOWS, TYP.

AutoCAD SHX Text
PTD FC PANELS AT NEW TRASH CHUTE ENCLOSURE AND TRASH HOLDING ROOM

AutoCAD SHX Text
(BEYOND)

AutoCAD SHX Text
SEE A205 FOR THIS ELEVATION

AutoCAD SHX Text
SEE A205 FOR THIS ELEVATION

AutoCAD SHX Text
SEE A205

AutoCAD SHX Text
P

AutoCAD SHX Text
P

AutoCAD SHX Text
P

AutoCAD SHX Text
N

AutoCAD SHX Text
N


TUESDAY, JuLy 22, 2025 3:48:12 PM STEPHEN.BERGERON

Cy ELEV.DWG

H:\0524 - TOURO-SHAKSPEARE\CAD\4CONDOC\A203-04.

FACADE REPAIR—GENERAL NOTES:

ALL EXPOSED BRICK, CAST STONE, AND CONCRETE SURFACES AT EXTERIOR FACADES TO BE THOROUGHLY CLEANED AND ANY
VEGETATIVE GROWTH REMOVED. DIRT, STAINS, AND PAINT MARKS TO BE REMOVED BY LOW PRESSURE WATER BLAST (LESS THAN
150 PSI) SUPPLEMENTED WITH AN APPROVED CHEMICAL CLEANERS WHERE NEEDED.

CLEAN EXISTING MASONRY WALLS AND REMOVE GRAFFITI USING GENTLEST EFFECTIVE MEANS. SEE NPS PRESERVATION BRIEFS #1
AND #38. BEGIN WITH PROSOCO SURE KLEAN. IF NECESSARY, JASCO "PREMIUM PAINT AND EPOXY REMOVER” MAY BE AN
APPROVEABLE PRODUCT, PENDING RESULTS OF A TEST PATCH.

ONCE CLEANED, THE FACADE SHALL BE INSPECTED BY OWNER’S BUILDING ENVELOPE CONSULTANT TO FACILITATE THE
GENERATION OF A WATERPROOFING SCOPE OF WORK. IT SHOULD BE PRESUMED THAT A LARGE PERCENTAGE OF EXISTING
EXTERIOR BRICK MASONRY WILL REQUIRE REPOINTING: BY CUTTING OUT DEFECTIVE MORTAR TO A DEPTH OF 1 3" AND
INSTALLING NEW MATCHING COLOR MORTAR OF APPROPRIATE COMPRESSIVE STRENGTH AND PERMEABILITY RELATIVE TO THE
EXISTING MASONRY. REPOINTED JOINT PROFILES ARE TO MATCH EXISTING PROFILES. PROVIDE A TEST PATCH FOR APPROVAL

ON THE SOUTH SIDE OF BUILDING.

EXISTING DAMAGED BRICK TO BE REPLACED WITH MATCHING BRICK. EXISTING HOLES, INCLUDING HOLES REMAINING AFTER
REMOVAL OF EXISTING PIPES, CONDUITS, ATTACHMENTS, ETC ARE TO BE PATCHED WITH MATCHING BRICK BLEND IN BOTH COLOR
AND TEXTURE.

AREAS WITH CRACKED OR BULGING BRICK ARE TO BE SECURED WITH RETROFIT ANCHORS DURING REPOINTING SO AS TO
CRACK—STITCH AND STABILIZE THE AREA.

EXISTING CORROSION IS TO BE MECHANICALLY REMOVED FROM ALL EXPOSED STEEL INTENDED TO REMAIN (LINTELS, RODS,
PLATS, BOLTS, ETC). AFTER RUST REMOVAL, THE ABRADED STEEL SURFACES ARE TO BE THOROUGHLY CLEANED AND TO BE
COATED WITH A RUST—INHIBITIVE PRIMER AND EPOXY PAINT.
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ONCE CLEANED, THE FACADE SHALL BE INSPECTED BY OWNER'S BUILDING ENVELOPE CONSULTANT TO FACILITATE THE
GENERATION OF A WATERPROOFING SCOPE OF WORK. IT SHOULD BE PRESUMED THAT A LARGE PERCENTAGE OF EXISTING 38. REMOVING GRAFFITI FROM HISTORIC MASONRY.
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EXISTING DAMAGED BRICK TO BE REPLACED WITH MATCHING BRICK. EXISTING HOLES, INCLUDING HOLES REMAINING AFTER ALL PROPOSED MATERIALS AND PRODUCTS ARE TO BE SUBMITTED FOR ARCHITECTS APPROVAL BEFORE USE. SAMPLES ARE TO
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FACADE REPAIR—GENERAL NOTES:
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ALL EXPOSED BRICK, CAST STONE, AND CONCRETE SURFACES AT EXTERIOR FACADES TO BE THOROUGHLY CLEANED AND ANY
VEGETATIVE GROWTH REMOVED. DIRT, STAINS, AND PAINT MARKS TO BE REMOVED BY LOW PRESSURE WATER BLAST (LESS THAN
150 PSI) SUPPLEMENTED WITH AN APPROVED CHEMICAL CLEANERS WHERE NEEDED.

CLEAN EXISTING MASONRY WALLS AND REMOVE GRAFFITI USING GENTLEST EFFECTIVE MEANS. SEE NPS PRESERVATION BRIEFS #1
AND #38. BEGIN WITH PROSOCO SURE KLEAN. IF NECESSARY, JASCO "PREMIUM PAINT AND EPOXY REMOVER” MAY BE AN
APPROVEABLE PRODUCT, PENDING RESULTS OF A TEST PATCH.

ONCE CLEANED, THE FACADE SHALL BE INSPECTED BY OWNER’S BUILDING ENVELOPE CONSULTANT TO FACILITATE THE
GENERATION OF A WATERPROOFING SCOPE OF WORK. IT SHOULD BE PRESUMED THAT A LARGE PERCENTAGE OF EXISTING
EXTERIOR BRICK MASONRY WILL REQUIRE REPOINTING: BY CUTTING OUT DEFECTIVE MORTAR TO A DEPTH OF 1 3" AND
INSTALLING NEW MATCHING COLOR MORTAR OF APPROPRIATE COMPRESSIVE STRENGTH AND PERMEABILITY RELATIVE TO THE
EXISTING MASONRY. REPOINTED JOINT PROFILES ARE TO MATCH EXISTING PROFILES. PROVIDE A TEST PATCH FOR APPROVAL
ON THE SOUTH SIDE OF BUILDING.

EXISTING DAMAGED BRICK TO BE REPLACED WITH MATCHING BRICK. EXISTING HOLES, INCLUDING HOLES REMAINING AFTER
REMOVAL OF EXISTING PIPES, CONDUITS, ATTACHMENTS, ETC ARE TO BE PATCHED WITH MATCHING BRICK BLEND IN BOTH COLOR
AND TEXTURE.

AREAS WITH CRACKED OR BULGING BRICK ARE TO BE SECURED WITH RETROFIT ANCHORS DURING REPOINTING SO AS TO
CRACK—STITCH AND STABILIZE THE AREA.

EXISTING CORROSION IS TO BE MECHANICALLY REMOVED FROM ALL EXPOSED STEEL INTENDED TO REMAIN (LINTELS, RODS,
PLATS, BOLTS, ETC). AFTER RUST REMOVAL, THE ABRADED STEEL SURFACES ARE TO BE THOROUGHLY CLEANED AND TO BE
COATED WITH A RUST—INHIBITIVE PRIMER AND EPOXY PAINT.

REFERENCE NPS PRESERVATION BRIEFS:

1.

ASSESSING CLEANING AND WATER—REPELLENT TREATMENTS FOR HISTORIC MASONRY BUILDINGS.

2. REPOINTING MORTAR JOINTS IN HISTORIC MASONRY BUILDINGS
6. DANGERS OF ABRASIVE CLEANING TO HISTORIC BUILDINGS

13.
15.
31.
38.
42.

THE REPAIR AND THERMAL UPGRADING OF HISTORIC STEEL WINDOWS
PRESERVATION OF HISTORIC CONCRETE

MOTHBALLING HISTORIC BUILDINGS

REMOVING GRAFFITI FROM HISTORIC MASONRY.

THE MAINTENANCE, REPAIR, AND REPLACEMENT OF HISTORIC CAST STONE.

REVIEWS AND APPROVALS:

/ EXISTING BRIDGE STRUCTURE, DEMO’D

ALL PROPOSED MATERIALS AND PRODUCTS ARE TO BE SUBMITTED FOR ARCHITECTS APPROVAL BEFORE USE. SAMPLES ARE TO
BE PROVIDED FOR COLOR REVIEWS. MOCK—-UPS ARE TO BE MADE AVAILABLE FOR ARCHITECT'S REVIEW PRIOR TO
PROCEEDING WITH IN—PLACE WORK. ACTIONS IMPACTING EXISTING FEATURES OF THIS BUILDING MUST COMPLY WITH THE
SECRETARY OF THE INTERIOR'S STANDARDS FOR THE TREATMENT OF HISTORIC PROPERTIES.

T

WINDOW REPLACEMENT SCOPE:

T ] EXISTING BRIDGE STRUCTURE, DEMO'D
‘ CMU INFILL
|

ALL EXISTING WINDOWS ARE ASSUMED TO BE NON—-HISTORIC OR MISSING UNLESS OTHERWISE NOTED.
WINDOWS WILL BE INSTALLED AS NOTED IN ELEVATION.

CHAPEL WINDOWS TO BE OBSCURE GLAZING.

EXISTING ELECTRICAL EQUIPMENT
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