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CONSTRUCTION KEYNOTES

NEW STAMPED CONCRETE SIDEWALK CONNECTOR TO NEW MONUMENT
FOUNDATION.  TIE IN NEW SIDEWALKS TO EXISTING AND NEW FOUNDATION
WITH LEVEL TRANSITIONS AND PINNED TO STRUCTURE.  MAX. SLOPE SHALL
NOT EXCEED 1: 20.

6" STAINED CONCRETE CURB TO PROVIDE LEVEL BORDER FOR PAVERS. (TYP.)

SEE 3 AND 4 /A1.01 FOR TYPICAL DETAIL CONDITION.

TYPICAL "FIELD"  COLORED PAVER IN THICK SET MORTAR BED.  PROVIDE
MIN. SLOPE TO DRAIN TO PERIMETER. (TYP.)

TYPICAL "ACCENT" COLORED PAVERS WITH ENGRAVED TEXT SET IN THICK
SET MORTAR BED. PROVIDE MIN. SLOPE TO PERIMETER.  (TYP.)

PILE SUPPORTED CONCRETE FOUNDATION AND BASE FOR MASONRY
MONUMENT. SEE A2.01 FOR ADDITIONAL INFO.  SEE STRUCTURAL FOR
FOUNDATION AND PILING INFORMATION.  PROVIDE CONTINUOUS EXPANSION
JOINT AT INTERSECTION AND DO NOT INSTALL PAVERS OVER JOINT.

NEW CMU INTERIOR, MASONRY VENEER MONUMENTAL SIGN.  SEE A2.01 FOR
ADDITIONAL INFORMATION AND DIMENSIONAL CRITERIA.

NEW SATELLITE PAVING BASES.  SEE 3/A1.01 FOR TYPICAL DETAILS.

FOLLOWING THE COMPLETION OF CONSTRUCTION - RE-GRADE PERIMETER

FOR A DISTANCE OF +/- 10'-0" AROUND EACH NEW SECTION OF PAVEMENT
AND COVER WITH NEW SOD INSTALLATION.

A. CONTRACT SHALL VERIFY ALL EXISTING SITE GRADES AND PROPOSED
NEW GRADES PRIOR TO PERFORMING ANY WORK.  NOTIFY ARCHITECT /
CIVIL ENGINEER OF ANY POTENTIAL CONFLICTS. AT NO POINT, SHALL THE
SLOPE OF THE NEW CONCRETE AND PAVEMENT INSTALLATION EXCEED A
SLOPE OF 1:20.   IMMEDIATELY NOTIFY ARCHITECT OF CONFLICTS.

B. VERIFY ALL UNDERGROUND UTILITY LOCATIONS IN THE VICINITY OF
WORK TO BE PERFORMED.  DO NOT PROCEED WITH THE REMOVAL OF ANY
ITEMS, MATERIALS OR CONSTRUCTION SHOULD A CONFLICT EXIST OR
ARISE.   NOTIFY ARCHITECT / CIVIL ENGINEER OF ADDITIONAL
INFORMATION THAT MAY BE REQUIRED.

C. VERIFY ALL UNDERGROUND UTILITY LOCATIONS PRIOR TO SAW CUTTING
EXISTING CONCRETE SURFACES AS REQUIRED FOR THE INSTALLATION OF
NEW CONSTRUCTION OR DRIVING PILES.

D. ALL CONCRETE PAVING SHALL BE 3000 PSI AND BE PROVIDED ON
COMPACTED SAND SUB-BASE.

F. VERIFY MORTAR BASE AND ADHESION REQUIREMENTS WITH PAVER
MANUFACTURER. INSTALL PAVER UNITS IN ACCORDANCE WITH
MANUFACTURER'S REQUIREMENTS.

G. ALL MASONRY AND STONE CAP(S), SHALL RECEIVE A TRANSPARENT
WATER-PROOF COATING FOLLOWING THE COMPLETION OF
CONSTRUCTION.

DEMOLITION KEYNOTES

EXISTING ART TO BE REMOVED BY OTHERS.

GENERAL NOTES
PERTAINING TO DEMOLITION

A. CONTRACTOR / SUBCONTRACTORS  MUST VISIT THE SITE TO VERIFY ALL
EXISTING SITE CONDITIONS, LANDSCAPING AND PAVING CONFIGURATIONS.
PROTECT EXISTING WORK WHICH IS TO REMAIN IN PLACE, BE REUSED, OR
REMAIN THE PROPERTY OF THE OWNER.

B. PROTECT ELECTRICAL AND MECHANICAL SERVICES AND UTILITIES WITHIN THE
PROPERTY BOUNDARIES.

C. REMOVE AND TRANSPORT DEBRIS AND RUBBISH IN A MANNER THAT WILL
PREVENT SPILLAGE ON PAVEMENTS, STREETS, OR ADJACENT AREAS.  CLEAN UP
SPILLAGE FROM PAVEMENTS, STREETS, AND ADJACENT AREAS, IN COMPLIANCE
WITH ALL LOCAL, STATE, AND FEDERAL REQUIREMENTS.

D. THE INFORMATION CONTAINED ON THESE DRAWINGS WITH REGARD TO THE
EXISTING CONDITIONS OF CONSTRUCTION IN NO WAY RELEASES THE GENERAL
CONTRACTOR FROM THE RESPONSIBILITY FOR VERIFYING COMPLETELY ALL
FIELD CONDITIONS RELATING TO AND AFFECTING THE EXECUTION OF THE
WORK, AS DESCRIBED IN THESE CONTRACT DOCUMENTS.

E. IT IS THE RESPONSIBILITY OF THE GENERAL CONTRACTOR TO FIELD VERIFY
AND DOCUMENT ALL EXISTING DIMENSIONS, ELEVATIONS AND BENCHMARKS,
MATERIALS AND METHODS ON CONSTRUCTION THAT MAY AFFECT OR BE
AFFECTED BY NEW WORK, AND TO COORDINATE SUCH FIELD VERIFICATION
WITH THE CONTRACT DOCUMENTS AND THE EXECUTION OF THE WORK.

DISCREPANCIES AND/OR CONFLICTS INVOLVING ANTICIPATED EXISTING
CONDITIONS SHALL BE BROUGHT TO THE ARCHITECT'S ATTENTION
IMMEDIATELY.

F. THE ARCHITECT HAS ENDEAVORED TO IDENTIFY AS COMPLETELY AS POSSIBLE
IN THE DRAWINGS AND SPECIFICATIONS EXISTING ITEMS OR EQUIPMENT AND
CONSTRUCTION THAT ARE REQUIRED TO BE REMOVED OR OTHERWISE
DEMOLISHED SO AS TO ALLOW THE EXECUTION OF NEW WORK.  THE
INFORMATION IS PROVIDED FOR THE CONVENIENCE OF THE GENERAL
CONTRACTOR, AND IS IN NO WAY INTENDED TO MEAN THAT DEMOLITION IS
LIMITED ONLY TO THOSE ITEMS SPECIFICALLY IDENTIFIED.  IT IS THE GENERAL
CONTRACTOR'S RESPONSIBILITY TO EXECUTE DEMOLITION WORK AS REQUIRED
TO ALLOW THE EXECUTION OF ALL NEW WORK REPRESENTED IN THIS
DOCUMENT.

G. THE GENERAL CONTRACTOR AND AFFECTED SUBCONTRACTORS SHALL VISIT
THE PROJECT SITE PRIOR TO SUBMITTING A PROPOSAL.  THE CONTRACTOR
SHALL BECOME GENERALLY FAMILIAR WITH THE PROJECT, AND WITH THE
IMPACT OF THE NEW WORK ON THE EXISTING CONDITIONS, INCLUDING  THE
PROPOSED PHASED EXECUTION OF THE WORK AND COORDINATION WITH THE
OCCUPIED PARKING LOT.  ANY AREAS OF CONCERN SHALL BE BROUGHT TO THE
ATTENTION OF THE ARCHITECT PRIOR TO SUBMITTING A PROPOSAL.  NO
ADDITIONAL CHARGE TO THE OWNER WILL BE APPROVED WHICH IS
ATTRIBUTABLE TO THE CONTRACTOR'S FAILURE TO DO THIS.

H. VERIFY ALL SUBSURFACE CONDITIONS WITH LOCAL REGULATORY AND
INSPECTION AGENCIES PRIOR TO PERFORMING ANY WORK WHICH MAY AFFECT
SUB-SURFACE / BURIED UTILITIES OR STRUCTURES.

REMOVE EXISTING PALM BUSH IN ITS ENTIRETY.

BEAD BLAST / SCARIFY EXISTING CONCRETE SURFACE IN ITS ENTIRETY TO
RECEIVE NEW THICK SET MORTAR BASE.

SAWCUT EXISTING SIDEWALK AND REMOVE AS REQUIRED FOR THE
INSTALLATION OF NEW CONCRETE PAVEMENT.

REMOVE EXISTING SOD, LAWN, LANDSCAPING AND FILL AS REQUIRED FOR
THE INSTALLATION OF NEW PAVING AND FOUNDATIONS   RE-GRADE ALL
ADJACENT SITE SURFACES TO MATCH WITH EXISTING ADJACENT GRADE
ELEVATIONS. (TYP.)  RE-SOD ALL AFFECTED SURFACES FOLLOWING THE
COMPLETION OF CONSTRUCTION.

SAWCUT EXISTING CONCRETE FOUNDATION AND REMOVE SECTIONS AS
REQUIRED FOR THE INSTALLATION OF NEW CONCRETE FOUNDATION.

APPLICABLE TO THIS SHEET

APPLICABLE TO THIS SHEET A1.01

GENERAL NOTES
PERTAINING TO CONSTRUCTIONSite Improvements for

The Warehouse Monument Park
Lower Garden District Site

New Orleans, LA

Schematic Design

ARCHITECT
HOLLY & SMITH ARCHITECTS, APAC

CONTACT: KEVIN J. MORRIS, AIA

OFFICE PHONE: 504.585.1315

EMAIL: k.mo@hollyandsmith.com

ADDRESS: 2302 MAGAZINE STREET
NEW ORLEANS, LA  70130
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CIVIL / STRUCTURAL
HEASLIP ENGINEERING

CONTACT: JAMES HEASLIP II, PE

OFFICE PHONE: (504) 648-1743

EMAIL: james@heaslipeng.com

ADDRESS: 3500 N. Causeway Boulevard, #1100
Metairie, LA  70002
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SCALE: 1/8" = 1'0"

0 8' 16'

GENERAL NOTES
1. SEE ATTACHED SURVEY FOR ADDITIONAL INFORMATION
2. SEE A1.01 FOR ALTERED SITE LAYOUT8' 16'0

SCALE: 1/8" = 1'-0"1 SITE PLAN - DEMOLITION
PROJECT

NORTH





4

1

1

1

2

3

3

4

4

5

66

7

3

4

7

3

4

7

3

4

8

8

8

8

8

8
8

8

8

1' 2'0
SCALE: 3/4" = 1'-0"3 SATELLITE PAVER DETAIL 

1' 2'0
SCALE: 3/4" = 1'-0"4 FOUNDATION  DETAIL

1' 2'0
SCALE: 3/4" = 1'-0"5 FOUNDATION DETAIL
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SCALE: 1/16" = 1'-0"1 ALTERED SITE PLAN
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8' 16'0
SCALE: 1/8" = 1'-0"2 ENLARGED PAVING PLAN

PROJECT
NORTH GENERAL NOTES FOR CONSTRUCTION

1. SEE T1.01 FOR GENERAL NOTES PERTAINING TO CONSTRUCTION.
2. SEE T1.01 FOR SPECIFIC CONSTRUCTION KEYNOTE REFERENCES.



1' 2'0
SCALE: 1" = 1'-0"1 MONUMENTAL SIGN PLAN DETAIL

1' 2'0
SCALE: 1" = 1'-0"2 MONUMENTAL SIGN STONE CAP

1' 2'0
SCALE: 1" = 1'-0"4 FOUNDATION AND MASONRY DETAIL 

1' 2'0
SCALE: 1" = 1'-0"5 FOUNDATION AND MASONRY DETAILS

1' 2'0
SCALE: 1" = 1'-0"7 MASONRY END DETAIL
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