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EBB OUTDOOR WALL Y. TECH LIGHTING GE|
PRODUCT FEATURES

* Clean asymmetric design style

Architecture
Interior Design
Historic Preservation

Versatile yet sophisticated design

OV 1PH) Bi-directional light distribution

Available in four contemporary finish options

)

Ideal for residential and commercial lighting applications

Protected by a 5-year warranty Orleans

3. SEE ARCHITECTURAL D GS FOR EXAC 3138 Desoto Street
IGHTING FIXTURE AND DEVICE LOCATIONS. New Orleans, Louisiana 70119
(504) 481-6902

Jefferson

1532D Kuebel Street
Jefferson, Louisiana 70123
(504) 467-7514

Or LAMPING

Wet listed for indoor/outdoor use. Maybe be mounted vertically or
horizontally. Includes 24 watt, 542 delivered lumen, 3000K LED mod
Dimmable with low-voltage electronic dimmer.
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Black Antique Bronze Gray Satin Nickel \ ' i ‘ 5110 Freret St., New Orleans, LA 70115
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ORDERING INFORMATION

700WSEBB FINISH LAMP *
Z ANTIQUE BRONZE -LED930  LED 90 CRI 3000K 120V
B BLACK -LED930-27¥ED 90 CRI 3000K 277V Seal
Y GRAY
S SATIN NICKEL

Satin Nickel Finish Is For Indoor Use Only.
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HARDWARE MATERIAL Metal 51
SHADE MATERIAL Acrylic ll“é per
NET WEIGHT 3 lbs

HEIGHT 5.1in

WIDTH 4in Vi 4
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WET LISTED 128 mm 102 mm

DAMP LISTED

DRY LISTED

GENERAL LISTING

INCLUDES
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(Su — O F
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(4 /> cr / WATTS 24
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o Tr ()7 r AVERAGE BULB HOURS
N/ 4/ 2/ FIELD SERVICEABLE LED I .
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LAMP INCLUDED? Y o .
WARRANTY** 5 Vears 07/02/2020 100% SD Drawings
o .
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LED LED Lamp Lamp *
This product can be used to comply with
California Building Energy Efficiency ~ Yes
Standards 20 TG tTéet 2424kt 6.
This product can be used to comply with
California Appliance Efficiency StandardsN/A
20148 Tilde2Ehd may be shipped to and
sold in California.
*1f a light fixture or component does not include a lamp or light source, it is the responsibility of the
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WATER

SITE PLAN LEGEND

EXISTING POND e

24.7

SITE PLAN NOTES:

D@E W

TIE TO EXISTING CART PATH
(SEE DETAIL 6, SHT C-5; FOR
JOINTING REQUIREMENTS, SEE
DETAILS 4&5, SHT C-5)

REQ'D CONCRETE CART PATH,
8.0' MIN. WIDTH (SEE DETAIL 1,
SHT C-5)

PROPOSED RESTROOM /SHELTER
(SEE ARCH)

REQ'D TREE PROTECTION
FENCING (SEE DETAIL 7, SHT
C-5)

EXISTING CONCRETE CART PATH,
TO REMAIN

EXPANSION JOINT AT STRUCTURE
(SEE STRUCTURAL)

@
(®

BEGIN/END 6" CONCRETE CURB
(SEE DETAIL 2, SHT C-5)

BEGIN/END TAPERING CURB
FROM 6" HEIGHT TO FLUSH WITH
ADJACENT PAVEMENT

(SEE DETAIL 9, SHT C-5)

1. CONTRACTOR SHALL BE RESPONSIBLE FOR LAYING OUT THE WORK, VERIFYING ALL MEASUREMENTS AND GRADES AND REPORTING ANY DISCREPANCIES TO THE ENGINEER BEFORE STARTING CONSTRUCTION.

2. ANY WORK IN THE ROADWAY OR ADJACENT TO THE ROADWAY CAUSING AN INTERFERENCE TO VEHICULAR TRAFFIC REQUIRES PRIOR NOTIFICATION TO CITY OF NEW ORLEANS DPW TRAFFIC ENGINEERING DIVISION AND
CONFORMITY TO THE REQUIREMENTS OF THE UNIFORM MANUAL ON TRAFFIC CONTROL DEVICES OF THE STATE OF LOUISIANA. THE CONTRACTOR MUST FURNISH ALL TRAFFIC SIGNS AND/OR BARRICADES AND MAINTAIN
THEM DURING CONSTRUCTION ACTIVITY.

3. REFER TO BOUNDARY SURVEY FOR EXISTING MONUMENTS TO LAYOUT PROPERTY LINE.
4. BRING UP GRADE UNDER ALL PAVEMENT WITH STRUCTURAL FILL COMPACTED IN ACCORDANCE WITH SPECIFICATIONS.
S. ALL DIMENSIONS SHOWN ARE FROM:

-——— FACE OF CURB TO FACE OF CURB
-——— FACE OF CURB TO PROPERTY LINE

- FACE OF CURB TO CENTER OF STRUCTURE (DROP INLET, MANHOLE, ETC.)
- PROPERTY LINE TO BUILDING FACE
6. ALL CURB RADII SHALL BE 2 FEET UNLESS OTHERWISE NOTED ON THIS PLAN.

7. CONTRACTOR SHALL REPLACE, IN KIND, ANY EXISTING SOD, PLANTING, OR OTHER LANDSCAPE ELEMENT THAT IS DISTURBED DURING CONSTRUCTION. REPLACEMENT AND INSTALLATION MEANS SHALL COMPLY WITH NEW
ORLEANS DEPARTMENT OF PARKS AND PARKWAYS STANDARD SPECIFICATIONS.
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Y=556,138.46
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DAC Review Project Narrative

This scope of this project is to construct two shelter buildings at the Joseph M.
Bartholomew Sr. Municipal Golf Course. These shelters are the replacement for two
buildings destroyed by Hurricane Katrina.

The Project site is zoned OS-R, making the golf course is a permitted use under the current
zoning. The Joseph M. Bartholomew Sr. Municipal Golf Course has several extant
structures built in 2009 as part of the initial post-hurricane rebuilding campaign at the golf
course. The two new golf course shelters are designed to harmonize in architectural form
and texture with the earlier 2009 clubhouse and cart storage buildings.

The new shelters are also designed to be flood-resistant, which ensures their durability. As
the project is being placed within an existing landscape designed by golf course designer
Garrett Gill, the landscape work scope of this project is limited to minimizing disturbance to
the existing planting, turf grasses, and trees. Each shelter will connect to the existing cart
paths with new sections of path that match the width and concrete paving material of the
existing paths.
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