
THESE PLANS HAVE BEEN PREPARED
UNDER MY DIRECT SUPERVISION

AND TO THE BEST OF MY
KNOWLEDGE COMPLY WITH THE

INTERNATIONAL BUILDING CODE.
I WILL OBSERVE THE WORK.

ISSUED FORDATE

CHECKED BY

DRAWN BY

PROJECT NO.

DRAWING TITLE
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L-2

LANDSCAPE
DETAILS

b. lighter

INF321
b. lighter
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NO SCALE
1 TREE PROTECTION DETAILS

3" DEPTH PINE
NEEDLE MULCH

UNDISTURBED
SUBGRADE

DIG PLANTING HOLE
DEPER THAN DEPTH
OF ROOT BALL AND A
MINIMUM OF 2 TO 3
TIMES THE WIDTH.

ARBOR TIE
ARBOR GUARD
(OR EQUAL)
TREE TRUNK
PROTECTOR
SIX FOOT METAL 'T'
POST STAKES,
GREEN

TREE, SEE PLANT
SCHEDULE

PLANTING PIT SIZE
WIDTH = TWICE THE ROOTBALL
HEIGHT = EQUAL TO ROOTBALL

PLANTING PIT
       (TYP.)

UNDISTURBED SUBSOIL

FINISHED GRADE

TOP OF ROOTBALL TO BE
FLUSH WITH FINISH GRADE
PLACE ROOTBALL ON TOP
OF COMPACTED, NATIVE SOIL
CUT TWINE AT TRUNKS &
ROOTBALL. REMOVE TOP 1/3
OF BURLAP AND ALL ROPES,
WIRES, OR CONTAINERS.

3" DEPTH MULCH MIN.
SPECIFIED SOIL
MIX-NATIVE SOIL

3" CRUSHED PINE
NEEDLE MULCH

2 TREE AND SHRUB DETAILS
NO SCALE


